
 

CWEC ● Elma Bustronic Corporation ● www.elmabustronic.com ● 9/10/2007 Rev C 

 
                 Preliminary revision C 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
Slot   1   VME64x system slot 
Slots 1-2 VME64x slots 
Slots 3-7 VPX slots in accordance with VITA 46.0 fully meshed.  
Slots 3-5 VPX slots in accordance with VITA 46.0 and VITA 46.1. 
 
Slot pitch is 0.8” from slots 1 to slot 2 and 1.0” for the 5 VPX slots 3-7. 
VPX slots 3-5 implement VITA 46.1 parallel VME and continue the VME64x bus from  
slots 1 thru 5. 
VME64x slots 1-2 conform to IEEE 1101.10 and ANSI VITA 1 and ANSI VITA 1.1.  
VPX slots 3-7 conform to IEEE 1101.10 and VITA 46.0, 46.3 and 46.10 as well as 46.1 where specified to be fully 
meshed with four fabric channels – one channel from each slot to each of the other four slots. 
No slots will have rear RTM connectors installed on the rear side of the backplane. 
Backplane dimensions are 10.32” x T.B.D. and conform to the mounting requirements of IEEE 1101.10  
and VITA 48.0 REDI. 
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